
HIGHLIGHTS

• Improves Color and Taste of Water 
• High Capacity Media 
• Resintech® SBACR-HP 
•  Fits Standard Residential & Industrial Size 

Housing
• Oversized Cartridge for Maximum Media Fill 
• Quality Produced & Made in the USA

ariesTANNINS & ORGANICS REMOVAL 
      INLINE SERIES, SINGLE-BED, DROP-IN CARTRIDGE

ARIES CARTRIDGE SPECIFICATION SHEET
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COMPONENT 

Filter cartridge Certified to NSF/ANSI Standard 42 and NSF/ANSI 
Standard 61 for material requirement(s) only. Filter cartridge Certified 
to NSF/ANSI Standard 372 for low lead compliance.

Aries tannin removal cartridges use ResinTech®  
SBACR anion exchange resin to remove tannins and  
other organics. These high capacity cartridges are available 
in Quick Connect or 1/4” FNPT connectors in 5 and 10” 
lengths. Aries Inline filters cartridges are designed for low-
flow, point-of-use filtration.

COLOR CORRECTION 
TASTE & ODOR CORRECTION 

ORGANICS REMOVAL

APPLICATIONS

• Pre and Post RO
• Food and Bev
• Water and Ice

MEDIA

• ResinTech® SBACR-HP (100%)

CERTIFICATIONS

• WQA Gold Seal

SPECIFICATIONS

• Nominal Rating of 25μ
• Max Pressure of 125 psi (861.85 kpa)
• Max Temperature 100℉ (37.8 ℃)

DIMENSIONS SERVICE FLOW MAX FLOW CAPACTIY PART NUMBER

6 x 2 in. (Quick Connect) 0.1 gpm (.38 lpm) - 42 grains IFB-06-3621-QC

12 x 2 in. (Quick Connect) 0.2 gpm (.76 lpm) - 84 grains IFB-12-3621-QC

6 x 2 in. (1/4 in. FNPT) 0.1 gpm (.38 lpm) - 42 grains IFB-06-3621-FT

12 x 2 in. (1/4 in. FNPT) 0.2 gpm (.76 lpm) - 84 grains IFB-12-3621-FT


